VESTA

One of a kind bollard
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With different sizes and optics, VESTA is the
perfect bollard for adding value to accent
lighting applications.

- Glare minimizing diffusor

Product code | Product name :I;iig::]rtibution ﬁ::‘l:‘e’:;ef(:ux Eg\t;:rinput Colour temperature Control Weight
LB6018.500-EN | VESTA 4 LED 370- 400 Im 6W 3000 K CRI 80, 4000 K CRI 70 | On/Off 5.31kg
LB6020.500-EN | VESTAL 4 LED 370-400 Im 6w 3000 K CRI 80, 4000 K CRI 70 | On/Off 8.57 kg
LB6021.500-EN | VESTAL 8 LED 740 - 800 Im 10W 3000 K CRI 80, 4000 K CRI 70 | On/Off 8.52kg
LB6042.500-EN | VESTAS 4 LED 370-400 Im 6W 3000 K CRI 80, 4000 K CRI 70 | On/Off 3.96 kg
LB6044.500-EN VESTASL4LED | [SLFB]85x90°, 370-400 Im 6W 3000 K CRI 80, 4000 K CRI 70 On/Off 5.49 kg
LB6045.500-EN | VESTAS L 8 LED 740 - 800 Im 0w 3000 K CRI 80, 4000 K CRI 70 | On/Off 5.61kg
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[SLFB]

Special linear,
Forward throw

Extras
Consult the factory Luminaire body options
120-277V DPC
50/60Hz
UNI DPC
120-277V 50/60Hz Double powder

coating

Accessories (To be ordered separately)

Anchorages Anchorages

500 mi
191116
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623J014 629J014
623J014 629J014
[HM1] [HM2] [HM3] [HM4] [HM5] [HM6] [cC]
Black Dark grey Anthracite Light grey White Bronze Custom
grey colour
(Please
specify RAL
code)
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