DOMINO
Robust and Scalable Light Column

Family

*

s l —— USA

Strong characteristics, flexible optics, and
modular structure make DOMINO stand out
for contemporary architectural projects.

- Equipped with HEPER's patented Milestone EVO (ML EVO) or AreaFlex
(AFX) module
- Superior glare management with hidden light source
- Indirect lighting with reflector technology

- Flexible light distribution options from Type | through Type V (AFX)
- Uniform lighting distribution through multifaceted reflectors (ML)
- Double layout configuration for further flexibility
- Superior thermal management with upward aligned LED chips
- Easy installation and maintenance with modular structure

Product code | Product name L'.ght. . Delivered Rated input Color temperature Control Weight
distribution lumens flux | power
93.52 Ibs (13),
DOMINO ML . 2700 K CRI 80, 3000 K CRI 80, 104.74 Ibs
LPa03a681-Us | DOMNOML (o1 130x85e, | 2009-36781m | 35W 1000 K CRI 70, 2000 K CRi 80| On/Off, 0-10v | (EATHES. o
Ibs (20)
97.48 Ibs (13),
DOMINO ML . 2700 K CRI 80, 3000 K CRI 80, ,
LPa03a682-Us | DMNOML - (75 130x85°, 5819-7357Im | 70 W 1000 K CRI 70, 4000 K CRi 80| OM/OF, 0-10V | 1087 Ibs (16.5),
119.92 Ibs (20)
155.76 Ibs (13",
DOMINO ML . 8733-11036 2700 K CRI 80, 3000 K CRI 80, 166.98 Ibs
LP4034.683-US | 53 podule | (T2 130X85°% Im 104w 4000 K CRI 70, 4000 K CRI 80 | OO 010V | 46y 1782 Ibs
(20")
[P4] 20x78°, [T1]
111x48°, [T2]
133x48°, [T2-2] 93.08 Ibs (13),
LP4034.861-US Eﬂgzﬂdl’:o AFXT | 1 20x54°, T3] 1975-4540 Im | 18-35W %88 Egg: gg' 2888 Egs: gg' ON/Off, 0-10V | 1043 Ibs (16.5),
143x63°, [T4] : 115.52 Ibs (20)
117x64°, [T5]
117°,
[P4] 20x78°, [T1]
{tes E%]z] 97.04 Ibs (13),
DOMINO AFX 2 o 2700 K CRI 80, 3000 K CRI 80, 108.26 Ibs
LP4034.862-Us | PONIN ljgiggo, EE& 3785-9085Im | 34-67 W 4000 K CRI 70, 4000 K CRi 80, | OM/Of, 0-10v | (B80S o
117x64°, [T5] lbs (20)
117,
[P4] 20x78°, [T1]
{mee E%]z] 154.66 Ibs (13",
DOMINO AFX 3 o 5675 - 13800 2700 K CRI 80, 3000 K CRI 80, 165.88 Ibs
LP4034.863-US | 1odule ]22"54; 13l Im >0-100W 4000 K CRI 70, 4000 K CRI 80 | OO 010V | 46 5y 1771 1bs
X63°, [T4] o)
117x64°, [T5]
117°,
11077 Ibs (13",
DOMINO ML
. 2700 K CRI 80, 3000 K CRI 80, 121.99 Ibs
LP4091.681-US EYJ?) 1 Module | [T2] 130x85°, 5819-7357Im | 70 W 2000 K CRI 70, 4000 K CRi 8. | O/Off 0-10v | (10308 )
Ibs (20)
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DOMINO ML

118.69 lbs (13"),

117°,

. 11643 - 14714 2700 K CRI 80, 3000 K CRI 80, 129.91 Ibs
LPa091.682.US | EVO2 Module | [T21130x5°, [ 1! 136 W H000 K R 70, 2000 K Cri 86, | OV, 0-t0v | [5AT 08
uo "
Ibs (20)
182.57 Ibs (13,
DOMINO ML
. 17466 - 22070 2700 K CRI 80, 3000 K CRI 80, 193.79 Ibs
LPa01.683.US | £VO'3 Module | [T21130x85°, | |7 202W H000 K CRI 70, 2000 K CRi 80| Omvoff,0-10v | [S3IS 8
uo "
Ibs (20)
[P4] 20x78°, [T1]
111x48°, [T2] 11077 Ibs (13",
DOMINO AFX 1 | 133x48°. [T3] 2700 K CRI 80, 3000 K CRI 80, 243.69 Ibs
LP4091.861-US | \10dule Duo 143x63°, [T4] 57859085 Im | 36-70 W 4000 K CRI 70, 4000 K CRI 80 | OO 010V | (4675 554 91
117x64°, [T5] Ibs (20)
179,
[P4] 20x78°, [T1]
111x48°, [T2] 118.69 Ibs (13,
DOMINO AFX2 | 133x48°, [T3] | 7565 - 18625 2700 K CRI 80, 3000 K CRI 80, 129.91 Ibs
LP4091.862-US | \10dule Duo 143x63°.[14] | Im 68-135W 4000 K CRI 70, 4000 K CRIg0 | OO 010V 1 g6 0y 14113
117x64°, [T5] Ibs (20)
17°,
[P4] 20x78°, [T1]
111x48°, [T2] 182.57 Ibs (13,
DOMINO AFX3 | 133x48°. [T3] 12280 - 27420 2700 K CRI 80, 3000 K CRI 80, 193.79 Ibs
LP4091.863-US | 11odule Duo 143x63°, [T4] Im 101-200W 1 4600 K CRI 70,4000 K CRI g0 | OM/Off 010V 1 e 5 205,01
117x64°, [T5] Ibs (20)
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LP4034.681/ LP4034.861

870 mm 186 mm
341/4" 721/64"

[

120 mm
4 23/32"

H1
3000 mm
10'

4000 mm
13

LP4091.682 / LP4091.862

2120 mm 186 mm

} 7' ﬁ13/32"
|=—F—f """120 mm
ﬂ 4 23/32"

120 mm
4 23/32"

H1

H1
3000 mm
10'

4000 mm
13

LP4091.681/ LP4091.861 LP4034.682 / LP4034.862
1620 mm 186 mm 1120 mm 186 mm
5.3' 7 13/32" 3.8" | 721/64"
[ TT _\j"'f‘lzo mm g
J 4 23/32"
1120 mm 120 mm
4 23/32" 4 23/32"
H1 H1
H1 H1
3000 mm 3000 mm
10' 10'
i 400103|I'nm 0 W

LP4034.683 / LP4034.863

LP4091.683 / LP4091.863

1120 mm 186 mm 2120 mm 186 mm
3.8 721/64" 7' 7 13/32"
—— T ::::::1120 mm
p ] 4 23/32"
120 mm 120 mm
4 23/32" 4 23/32"
H1 H1
CH1T | H1
5000 mm 5000 mm
16.5' 16.5'
i 600§)Omm Googorlnm

[T2] [P4]
Type Il Pedestrian
crosswalk
distribution
Extras
Connectivity Consult the factory

AN
4

NM7
7 Pin NEMA socket

MS

Motion sensor
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[T2-2] [T3] [T4] [T5]
Type ll Type llI Type IV Type V
Luminaire body options
DPC
Double powder
coating
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[HM1] [HM2] [HM3] [HM4] [HMS5] [HM6] [CcCl
Black Dark gray Anthracite Light gray White Bronze Custom
gray color
(Please
specify RAL
code)
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