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Technologically Advanced and

Modular Pole-top Fixture Family
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Product code Product name L'.ght. . Lumlnalre Rated input Colour Control Weight
distribution luminous flux | power temperature
D-LIGHT ML 1 3000 K CRI'70 SX/L(I)ff
LL2023.671-EN [T2] 130x85° 2945 - 3563 Im 35W 3000 K CRI 80 7.08 kg
Module AutoDIM
4000 K CRI 70
StepDIM
D-LIGHT ML 2 3000 K CRI'70 glr\]/LIOff
LL2023.672-EN [T2] 130x85° 5891 -7127 Im 68 W 3000 K CRI 80 8.63 kg
Module AutoDIM
4000 K CRI 70
StepDIM
D-LIGHT ML 3 3000 K CRI'70 (I:D)R/L(I)ff
LL2023.673-EN [T2] 130x85° 8837-10691 Im 101 W 3000 K CRI 80 10.18 kg
Module AutoDIM
4000 K CRI 70
StepDIM
D-LIGHT ML 4 3000 K CRI 70 CD)IZ/L(I)ﬁc
LL2023.674-EN [T2] 130x85° 11783-14255Im | 137 W 3000 K CRI 80 11.73 kg
Module AutoDIM
4000 K CRI' 70
StepDIM
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Extras

External surge Connectivity Light output Consult the factory Consult the factory Luminaire body options
protection

o 120-277V
%10 kv 2 CLO 50/60Hz DPC

NM7 CLO c2 UNI DPC
SP10 NEMA socket- 7 Pin  Constant light output Class Il 120-277V 50/60Hz Double powder
10 kV coating

Accessories (To be ordered separately)

Mounting accessories

Wall mounting
bracket

B6A.03.03.01001.0220

[T2]
Type ll,
Asymmetric,
Side throw
[HM3] [HM4] [CC]
Anthracite Light grey Custom
grey colour
(Please
specify RAL
code)
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LL2023.671-EN

629 mm
24 49/64"

£)5°

LL2023.674-EN

1049 mm
4119/64" mm
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LL2023.672-EN

LL2023.673-EN

769 mm 909 mm
30 9/32" 3525/32
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