D-LIGHT

Technologically Advanced and

Modular Pole-top Fixture Family

*

s l —— USA

Precise light distribution, unique design, and

flexible optics make D-LIGHT stand out for

area and street lighting applications.

- Equipped with HEPER's patented Milestone (ML) or AreaFlex (AFX)

module

- Minimized glare with hidden light source (ML)
- Indirect lighting with reflector technology

- Flexible light distribution options from Type | through Type V (AFX)
- Uniform lighting distribution through multifaceted reflectors

- Superior thermal management with upward aligned LED chips

- Auto on-off switch during maintenance

- Easy installation and maintenance with modular structure
- Tool-less access to housing

143x63°, [T4]
117x64°, [T5]
117°,

Product code | Product name L!ght_ . Delivered Rated input Color temperature Control Weight
distribution lumens flux | power
D-LIGHT ML 1 o 3000 K CRI 70, 3000 K CRI 80,
LL2023.671-US Module [T2] 130x85°, 2945-35631m | 35W 2000 K CRI 70 On/Off, 0-10V | 15.6 lbs
D-LIGHT ML 2 o 3000 K CRI 70, 3000 K CRI 80,
LL2023.672-US | o =0 [T2] 130x85°, 5891-7127Im | 68 W 2000 K CRI 70 On/Off, 0-10V | 19 Ibs
D-LIGHT ML 3 o 8837 - 10691 3000 K CRI 70, 3000 K CRI 80,
LL2023.673-US | & -0 [T2] 130x85°, m 101 W 2000 K CRI 70 On/Off, 0-10V | 22.4 Ibs
D-LIGHT ML 4 o 11783 - 14255 3000 K CRI 70, 3000 K CRI 80,
LL2023.674-US Module [T2] 130x85°, Im 137 W 2000 K CRI 70 On/Off, 0-10V | 25.8 Ibs
[P4] 20x78°, [T1]
111x48°, [T2]
133x48°, [T2-2]
LL2023.861-Us | D-HIGHTARX 149x54°, [T3] 1975-45401m | 18-35W 3000 KCRI 70, 3000 KCRIBO, | o006, 0-10v | 13.42 Ibs
Module R 4000 K CRI 70
143x63°, [T4]
117x64°, [T5]
117°,
[P4] 20x78°, [T1]
111x48°, [T2]
133x48°, [T2-2]
L12023.862-Us | DHIGHTARX2 1 qugueae (13) | 3785-90851m | 34-67W 3000 K CRI 70, 3000 KCRIEO, | 50, 0-10v | 16.87 Ibs
Module o 4000 K CRI 70
143x63°, [T4]
117x64°, [T5]
117°,
[P4] 20x78°, [T1]
111x48°, [T2]
133x48°, [T2-2]
LL2023.863-US D-LIGHT AFX 3 149x54°, [T3] 2675 - 13800 50-100 W 3000 K CRI 70, 3000 K CRI 80, On/Off, 0-10V | 19.09 Ibs
Module o Im 4000 K CRI 70
143x63°, [T4]
117x64°, [T5]
117°,
[P4] 20x78°, [T1]
111x48°, [T2]
133x48°, [T2-2]
D-LIGHT AFX 4 o 7565 - 18625 3000 K CRI 70, 3000 K CRI 80,
LL2023.864-US Module 149x54°, [T3] m 68-135W 4000 K CRI 70 On/Off, 0-10V | 21.47 Ibs
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LL2023.865-US

D-LIGHT AFX 5
Module

[P4] 20x78°, [T1]
111x48°, [T2]
133x48°, [T2-2]
149x54°, [T3]
143x63°, [T4]
117x64°, [T4-2]
117x65°, [T5]
117°,

9080 - 22270
Im

81-172W

3000 K CRI 70, 3000 K CRI 80,
4000 K CRI 70

On/Off, 0-10V

19.73 Ibs
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[T2-2]
Type ll

[T3]
Type llI

[T4]
Type IV

[T5]
Type V

[T2] [P4] [T1]
Type Il Pedestrian Type |
crosswalk
distribution
[T4-2]
Type IV
Extras
External surge Connectivity
protection
<
% 10 kV N2
NM7
SP10 7 Pin NEMA socket
10 kv
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Luminaire body options

DPC

DPC

Double powder

coating
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Accessories (To be ordered separately)

Mounting accessories

Wall mounting
bracket
B6A.03.03.01001.0220

[HM3] [HM4] [cc]
Anthracite Light gray Custom
gray color
(Please
specify RAL
code)
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