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A Light Column Family Redefining s e—
Urban Life
— — — Mix and match type lighting and smart
components modules achieve endless
possibilities for URBAN UNITS family.
_—
z - Top module equipped with HEPER's Dyno (DYN) module or high
efficiency LED chips with flexible lens optics
- 360° rotatable mix-match type light and connectivity modules
- Scalable and expandable product family
- Easy installation and maintenance with modular structure
- Standby solution for complete smart city applications
Product code | Product name L'.ght. . Delivered Rated input Colour temperature Control Weight
distribution lumens flux | power
URBAN UNITS On/Off, DALI
S o 2700 K CRI 80, 3000 K CRI 80, ' '
LP4053.514-EN | Street Lighting [T2] 137x28°, 2940 -3488Im | 40W 4000 K CRI 70, 4000 K CRI 80 | AUtoDIM, 5.6 kg
Module StepDIM
URBAN UNITS
i On/Off, DALI
Adjustable o o 2700 K CRI 80, 3000 K CRI 80, ' '
LP4053.695-EN Floodlight [S]7°, [N] 26°, 3355-4076Im | 35 W 4000 K CRI 70, 4000 K CRI 80 | AUtoDIM, 5.55 kg
StepDIM
Module
URBAN UNITS
LP4053.901-EN | =2 " 1 dule 5.55 kg
URBAN UNITS
LP4053.902-EN Speaker Module 5.55 kg
URBAN UNITS
LP4053.903-EN Wi-Fi Module 5.55 kg
URBAN UNITS 2200 K CRI 80, 2700 K CRI 80,
LP4054.538-EN Top Module 4366 - 7457 Im | 48-72W 3000 K CRI 80, 4000 K CRI 70 On/Off, DALl | 11kg
URBAN UNITS
o 2700 K CRI 80, 3000 K CRI 80,
LP4054.843-EN | V3 T;op Module, | [ASYM] 102x45°, | 2046 - 2505Im | 28 W 4000 K CRI 70, 4000 K CRI 80 On/Off, DALl | 12.43 kg
180°, 2 Module
URBAN UNITS
o 2700 K CRI 80, 3000 K CRI 80,
LP4054.844-EN | V3 T;op Module, | [SYM] 118°, 4035-4940Im | 52 W 4000 K CRI 70, 4000 K CRI 80 On/Off, DALl | 12.83 kg
360°, 2 Module
URBAN UNITS
LP4054.845-EN | V3 Top Module, | [ASYM] 121x40°, | 3603 -4128Im | 39 W 3000 K CRI 0, 8000 KCRI70. | /o, pALI | 15.2 kg
o 4000 K CRI 80
180°, 3 Module
URBAN UNITS
o 2700 K CRI 80, 3000 K CRI 80,
LP4054.846-EN | V3 T;op Module, | [SYM]118°, 6140-7515Im | 78 W 4000 K CRI 70, 4000 K CRI 80 On/Off, DALl | 15.2kg
360°, 3 Module
URBAN UNITS
o 2700 K CRI 80, 3000 K CRI 80,
LP4054.847-EN | V3 T;op Module, | [ASYM]121x40°, | 4176 -51121m | 52W 4000 K CRI 70, 4000 K CRI 80 On/Off, DALl | 15.45 kg
180°, 4 Module
URBAN UNITS
o 8282 -10139 2700 K CRI 80, 3000 K CRI 80,
LP4054.848-EN gzc;l;og m§33:2, [SYM] 122°, Im 103 W 4000 K CRI 70, 4000 K CRI 80 On/Off, DALl | 15.85 kg

HPR Pazarlama A.S.

HEPER Europe GmbH

We reserve the right to change specifications

Baskent OSB 22. Cd. No: 2, Malikdy, Temelli,
Sincan, 06909 Ankara, Turkey

+90 312 267 54 30

info@hepergroup.com

Ahornweg 5a, 58675
Hemer, Germany

+49 237 2901 2975
infoEU@hepergroup.com

without prior written notice. Edition: 09.04.2024.
For current version visit heperlighting.com. All
flux (%7 tolerance) and power values (+%10
tolerance) are derived following appropriate IES,
CIE, and applicable standards.

1/2


mailto:info@hepergroup.com
mailto:infoEU@hepergroup.com
https://www.heperlighting.com

LP4053.514 / LP4053.695
T —
400 mm
15 25/32"
l

O
2200 mm
@7 7/8"

LP4054.843 / LP4054.844

LP4053.901/ LP4053.902 LP4054.845 / LP4054.846
LP4053.903 LP4054.847 | LP4054.848
160 mm T
619/64"
L= 1014 mm
400mm | 3.2
1525/32" | '
Ny 70mm L
N4 23/4" m
— /
‘%207525“ ©200 mm
@7 7/8"

[T2] [S]
Type ll, Spot
Asymmetric,
Side throw
Extras

Consult the factory

120-277V
50/60Hz DPC
UNI DPC

120-277V 50/60Hz
coating

[HM1] [HM2] [HM3]
Black Dark grey Anthracite
grey

HPR Pazarlama A.S.

Baskent OSB 22. Cd. No: 2, Malikdy, Temelli,

Sincan, 06909 Ankara, Turkey
+90 312 267 54 30
info@hepergroup.com

Luminaire body options

Double powder

[ASYM]
Asymmetric

[N]
Narrow

External surge Light output

protection

%‘IO kv

,t>“
9
/

[SYM]
Symmetric

CLO

cLo

SP10
10 kv

[HM4]
Light grey

[HM5]
White
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[HM6]
Bronze

Constant light output

[cC]
Custom
colour
(Please
specify RAL
code)
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