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ZEROX
Robust In-ground Family with
Impressive Optics

 

 

 Multiple sizes, versatile light distribution
options, and hardwearing characteristics
make the "walk-over" ZEROX family stand out
for uplighting, facade washing, and grazing
applications in high-end architectural
projects.

- 1 to 6 light distribution ratio with a uniform wall-wash effect (DYN)
- Equipped with HEPER’s Dyno (DYN) or Hybrid (HYB) module
- Perfect beam control through multifaceted reflectors (HYB)
- Superior glare management with hidden light source (DYN)
- Extra narrow or medium beam angle options (HYB)
- Easy installation with in-ground housing and IP rated connectors
- Walk-over in-ground with high light output for installation in ground
surfaces

 

Product code Product name Light
distribution

Delivered
lumens flux

Rated input
power Color temperature Control Weight

LR9005.524-US ZEROX Dyno [WW] 49x33°, 793 - 930 lm 10 W 2700 K CRI 80, 3000 K CRI 80,
4000 K CRI 70, 4000 K CRI 80 On/Off, 0-10V 15 lbs

LR9005.695-US ZEROX Hybrid [S] 7°, [N] 26°, 1914 - 3215 lm 18 - 28 W 2700 K CRI 80, 3000 K CRI 80,
4000 K CRI 70, 4000 K CRI 80 On/Off, 0-10V 15 lbs

LR9016.521-US ZEROX S Dyno [WW] 46x25°, 294 - 345 lm 4 W 2700 K CRI 80, 3000 K CRI 80,
4000 K CRI 70, 4000 K CRI 80 On/Off 6.1 lbs

LR9016.693-US ZEROX S Hybrid [S] 7°, [N] 26°, 476 - 1019 lm 5 - 10 W 2700 K CRI 80, 3000 K CRI 80,
4000 K CRI 70, 4000 K CRI 80 On/Off, 0-10V 6.1 lbs

LR9017.522-US ZEROX M Dyno [WW] 35x28°, 448 - 525 lm 5 W 2700 K CRI 80, 3000 K CRI 80,
4000 K CRI 70, 4000 K CRI 80 On/Off, 0-10V 8.9 lbs

LR9017.690-US ZEROX M Hybrid [S] 7°, [N] 26°, 956 - 2038 lm 10 - 18 W 2700 K CRI 80, 3000 K CRI 80,
4000 K CRI 70, 4000 K CRI 80 On/Off, 0-10V 8.9 lbs
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[WW]
Wall-wash

[S]
Spot - NEMA

Type 0

[N]
Narrow - NEMA

Type 2

Accessories (Included) Accessories (To be ordered separately)

Mounting accessories

Connector set - 5-
pole

141407400

Mounting accessories

Case removing
vacuum

160404012

Mounting accessories

Plastic case for
ZEROX

007501028

Mounting accessories

Plastic case for
ZEROX S
007502091

Mounting accessories

Plastic case for
ZEROX M
007502092

https://heperlighting.com/us/141407400/
https://heperlighting.com/us/141407400/
https://heperlighting.com/us/141407400/
https://heperlighting.com/us/141407400/
https://heperlighting.com/us/160404012/
https://heperlighting.com/us/160404012/
https://heperlighting.com/us/160404012/
https://heperlighting.com/us/160404012/
https://heperlighting.com/us/007501028/
https://heperlighting.com/us/007501028/
https://heperlighting.com/us/007501028/
https://heperlighting.com/us/007501028/
https://heperlighting.com/us/007502091/
https://heperlighting.com/us/007502091/
https://heperlighting.com/us/007502091/
https://heperlighting.com/us/007502091/
https://heperlighting.com/us/007502092/
https://heperlighting.com/us/007502092/
https://heperlighting.com/us/007502092/
https://heperlighting.com/us/007502092/
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[SS]
Stainless

steel
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