GOLEDO-T

Dynamic and Powerful Tunnel
Lighting Family
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A true engineering masterpiece with
outstanding thermal management and
dozens of optical distribution options,
GOLEDO has different lens options flexible to

match any tunnel lighting project.

- Advanced optical technology allowing case-specific lighting design for
turnkey tunnel projects
- Durable material and component selection for harsh working
conditions within tunnels and underpasses
- Adaptable performance for global and country specific tunnel and

underpass lighting regulations and requirements

- Easy installation and maintenance with direct cable-tray or ceiling
mount bracket design
- Flexible power and light distribution options for various tunnel zones

Product code Product name L'.ght. . Lum_lnalre Rated input Colour Control Weight
distribution luminous flux | power temperature
On/Off
GOLEDO-T 16 3000 K CRI 70 0-10v
LT2037.881-EN 2348-53101Im 18-35W DALI 8.86 kg
LED 4000 K CRI 70
AutoDIM
StepDIM
Oon/Off
3000 K CRI 70 0-10V
LT2037.882.EN | o002 5073-10325Im | 34-68W 3000 K CRI 80 DALI 8.86 kg
4000 K CRI 70 AutoDIM
StepDIM
On/Off
GOLEDO-T 48 3000 K CRI 70 0-10v
LT2037.883-EN 7041-156361m | 51-103W DALI 9.01 kg
LED 4000 K CRI 70
AutoDIM
StepDIM
on/Off
GOLEDO-T 64 3000 K CRI 70 0-10v
LT2037.884-EN 9331-21197Im | 69-137W DALI 10.06 kg
LED 4000 K CRI 70
AutoDIM
StepDIM
on/Off
GOLEDO-T 80 3000 K CRI 70 0-10v
LT2037.885-EN LED 11734-26601Im | 87-171W 7 DALI 10.06 kg
000 K CRI 70
AutoDIM
StepDIM
on/Off
GOLEDO-T 96 3000 K CRI 70 0-10v
LT2037.886-EN 14642 -30969 Im | 103 - 205 W DALI 10.2 kg
LED 4000 K CRI 70
AutoDIM
StepDIM
on/Off
GOLEDO-T 128 3000 K CRI 70 0-10v
LT2037.888-EN 18774 -41445Im | 138-272W DALI 18.75 kg
LED 4000 K CRI 70
AutoDIM
StepDIM
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GOLEDO-T 160

LT2037.880-EN LED

23468 - 51505 Im

3000 KCRI'70

173-340W 4000 K CRI 70

On/Off

AutoDIM
StepDIM

18.75 kg

GOLEDO-T 192

LT2037.887-EN LED

24660 - 61735 Im

3000 K CRI' 70

206-412W 4000 K CRI 70

On/Off
0-10V
DALI
AutoDIM
StepDIM

18.75 kg
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Extras

External surge Light output

protection
fiow ~ CLO
CLO
SP10 Constant light output
10 kV

[ccl [7035]
Custom Light grey
colour (RAL 7035)
(Please
specify RAL
code)

LT2037.881-EN

700 mm
27 9/16"

176 mm

6 59/64" 132 mm

.:EEu:Eih 5 13/64"
250 mm
9 27/32"

LT2037.884-EN

700 mm
27 9/16"

176 mm

6 59/64" 132 mm

a&u:&ih 5 13/64"
250 mm
9 27/32"
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Consult the factory

Consult the factory

120-277V
50/60Hz

c2 UNI
Class Il 120-277V 50/60Hz

LT2037.882-EN

700 mm
27 9/16"

176 mm
659/64" | | 132 mm
B, 5 13/64"
250 mm

9 27/32"

LT2037.886-EN
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700 mm
27 9/16"

176 mm

6 59/64" 132 mm

:.EIE:E:. 513/64"
250 mm
9 27/32"

DPC

DPC

Luminaire body options

Double powder

coating

LT2037.883-EN

176 mm
6 59/64"

700 mm
27 9/18"

P 513/64"

250 mm
9 27/32"

132 mm

LT2037.888-EN
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700 mm
27 918"
171 mm
AT7/64"
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498 mm
19 39/64"
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LT2037.880-EN
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27 91"
17T mm
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LT2037.887-EN
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700 mm
27 916" 171 mm
6 47/64"
242 mm 326 mm
917/32" 12 53/64"
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19 39/64"
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