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As flexible as it gets
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With numerous light distribution variations, it
is easy to find the best option for a high/low
bay application.

- Advanced optical technology allowing case-specific lighting design for
industrial projects

- Various lens arrangements for different zones and different installation
areas

- Durable material and component selection for harsh working
conditions

- Easy installation and maintenance with direct cable-tray or ceiling
mount bracket design

- Unique no-carry mounting and maintenance system

- Flexible power and light distribution options for various applications

Product code | Product name L'.ght. . Delivered Rated input Colour temperature Control Weight
distribution lumens flux | power
on/off,
LW2037.761-EN EE%LEDO"N 32 1 [N]25°, (M150°, | 5807-77021m | 46-68 W 3000 K CRI 80, 4000 K CRI 80 E\Jt%\gla*\“' 8.86 kg
StepDIM
On/Off,
LW2037.765-EN ‘LSE%LEDO"N 40| (N1 25° [M]50°, | 7436-9628Im | 58-85W 3000 K CRI 80, 4000 K CRI 80 2‘1 OV, DALL, | g 57 g
utoDIM,
StepDIM
on/off,
GOLEDO-IN 80 . . | 14519-19256 0-10V, DALI,
Lw2037.766-EN | 5O IN) 25°, (M1 50°, | 4 117-170W | 3000 K CRI80, 4000 K CRI80 | %% PF 10.06 kg
StepDIM
Oon/Off,
GOLEDO-IN 64 . . | 11615- 15404 0-10V, DALI,
Lw2037.767EN | 5O (NI 25°, (M1 50°, | ! 94-136 W 3000 K CRI 80, 4000 K CRI80 | - 7% OF 9.4 kg
StepDIM
on/Off,
LW2037.880-EN | GOLEDO-IN 160 29038-38512 | 534 340w | 3000 K CRI 80, 4000 K CRigo | O1OV: DALL 1 48 950
LED Im AutoDIM,
StepDIM
on/off,
LW2037.881-EN | GOLEDO-IN16 2904-3851Im | 23-34W 3000 K CRI 80, 4000 K CRI 80 | 01OV DALL | g g5 4o
LED AutoDIM,
StepDIM
On/Off,
Lw2037.882.EN | SOMEDOIN32 5807 -7702Im | 46 - 68 W 3000 K CRIB0, 4000 K CRIg0 | SOV DALL 1 g g6 g
utoDIM,
StepDIM
On/Off,
LW2037.883-EN | COLEDO-IN 48 8710-11552 1 75 103w 3000 K CRI 80, 4000 K CRI 80 | 01OV DALL | g g g
LED Im AutoDIM,
StepDIM
on/off,
LW2037.884-EN | GOLEDO-IN 64 11615-15404 | 94 136w 3000 K CRI 80, 4000 K CRi g0 | 01OV DALL 144 66 g
LED Im AutoDIM,
StepDIM
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On/Off,
LW2037.885-EN | GOLEDO-IN 80 14519-19256 | 147 470w 3000 K CRI 80, 4000 K CRI 80 0-10V, DALL 1 4 g¢ kg
LED Im AutoDIM,
StepDIM
On/Off,
LW2037.886-EN | GOLEDO-IN 96 17421-23106 | 135 204w 3000 K CRI 80, 4000 K CRI 80 0-10V, DALL 1 44 5 kg
LED Im AutoDIM,
StepDIM
On/Off,
Lw2037.887-EN | GOLEDO-IN192 34845-46212 | 505 408 W 3000 K CRI 80, 4000 K CRI 80 0-10V, DALL, | 4 75 kg
LED Im AutoDIM,
StepDIM
On/Off,
Lw2037.888-EN | GOLEDO-IN128 23230-30808 | 428 575w 3000 K CRI 80, 4000 K CRI 80 0-10V, DALL, | 48 75 kg
LED Im AutoDIM,
StepDIM
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LW2037.881/ LW2037.882 / LW2037.883
LW2037.884 / LW2037.885 / LW2037.886
LW2037.761 / LW2037.765 / LW2037.767
LW2037.766

700 mm
27 9/16"
—
176 mm
6 59/64" 132 mm
» 513/64"
1250 mm
927/32"
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[N] [M]
Narrow Medium
Extras

External surge
protection

%10 kV

SP10
10 kv

[cc] [7035]
Custom Light grey
colour (RAL 7035)
(Please
specify RAL
code)

Light output

CLO

CLo
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Constant light output

LW2037.880

LW2037.768 / LW2037.760

LW2037.887 / LW2037.888

700 mm
27 9/16"

171 mm
6 47/64"

242 mm e+
917/32" L

498 mm
19 39/64"

Consult the factory

Consult the factory

700 mm
279/16" 171 mm |
6 47/64"

242 mm 326 mm
917/32" 12 53/64"

S B

<320W . 498 mm | >320W
19 39/64"

Luminaire body options

120-277V
50/60Hz DPC
Cc2 UNI DPC
Class Il 120-277V 50/60Hz Double powder

HEPER Europe GmbH
Ahornweg 5a, 58675
Hemer, Germany

+49 237 2901 2975
infoEU@hepergroup.com

coating

We reserve the right to change specifications
without prior written notice. Edition: 10.04.2024.
For current version visit heperlighting.com. All
flux (%7 tolerance) and power values (+%10
tolerance) are derived following appropriate IES,
CIE, and applicable standards.

3/3


mailto:info@hepergroup.com
mailto:infoEU@hepergroup.com
https://www.heperlighting.com

