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GOLEDO-IN
As flexible as it gets

 

 

 With numerous light distribution variations, it
is easy to find the best option for a high/low
bay application.

- Advanced optical technology allowing case-specific lighting design for
industrial projects
- Various lens arrangements for different zones and different installation
areas
- Durable material and component selection for harsh working
conditions
- Easy installation and maintenance with direct cable-tray or ceiling
mount bracket design
- Unique no-carry mounting and maintenance system
- Flexible power and light distribution options for various applications

 

Product code Product name Light
distribution

Delivered
lumens flux

Rated input
power Color temperature Control Weight

LW2037.761-US GOLEDO-IN 32
LED [N] 25°, [M] 50°, 5807 - 7702 lm 46 - 68 W 3000 K CRI 80, 4000 K CRI 80 On/Off, 0-10V 19.5 lbs

LW2037.765-US GOLEDO-IN 40
LED [N] 25°, [M] 50°, 7436 - 9628 lm 58 - 85 W 3000 K CRI 80, 4000 K CRI 80 On/Off, 0-10V 19.8 lbs

LW2037.766-US GOLEDO-IN 80
LED [N] 25°, [M] 50°, 14519 - 19256

lm 117 - 170 W 3000 K CRI 80, 4000 K CRI 80 On/Off, 0-10V 22.1 lbs

LW2037.767-US GOLEDO-IN 64
LED [N] 25°, [M] 50°, 11615 - 15404

lm 94 - 136 W 3000 K CRI 80, 4000 K CRI 80 On/Off, 0-10V 20.7 lbs

LW2037.880-US GOLEDO-IN 160
LED

29038 - 38512
lm 234 - 340 W 3000 K CRI 80, 4000 K CRI 80 On/Off, 0-10V 41.34 lbs

LW2037.881-US GOLEDO-IN 16
LED 2904 - 3851 lm 23 - 34 W 3000 K CRI 80, 4000 K CRI 80 On/Off, 0-10V 19.5 lbs

LW2037.882-US GOLEDO-IN 32
LED 5807 - 7702 lm 46 - 68 W 3000 K CRI 80, 4000 K CRI 80 On/Off, 0-10V 19.5 lbs

LW2037.883-US GOLEDO-IN 48
LED

8710 - 11552
lm 72 - 103 W 3000 K CRI 80, 4000 K CRI 80 On/Off, 0-10V 19.8 lbs

LW2037.884-US GOLEDO-IN 64
LED

11615 - 15404
lm 94 - 136 W 3000 K CRI 80, 4000 K CRI 80 On/Off, 0-10V 22.1 lbs

LW2037.885-US GOLEDO-IN 80
LED

14519 - 19256
lm 117 - 170 W 3000 K CRI 80, 4000 K CRI 80 On/Off, 0-10V 22.1 lbs

LW2037.886-US GOLEDO-IN 96
LED

17421 - 23106
lm 138 - 204 W 3000 K CRI 80, 4000 K CRI 80 On/Off, 0-10V 22.44 lbs

LW2037.887-US GOLEDO-IN 192
LED

34845 - 46212
lm 282 - 408 W 3000 K CRI 80, 4000 K CRI 80 On/Off, 0-10V 41.34 lbs

LW2037.888-US GOLEDO-IN 128
LED

23230 - 30808
lm 188 - 272 W 3000 K CRI 80, 4000 K CRI 80 On/Off, 0-10V 41.34 lbs
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[N]
Narrow - NEMA

Type 2

[M]
Medium - NEMA

Type 4

Extras

External surge
protection

SP10
10 kV

Luminaire body options

DPC
Double powder

coating

[CC]
Custom

color
(Please

specify RAL
code)

[7035]
Light gray
(RAL 7035)
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