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Varyantlar
Isik dagilimi [T2] 130x85°
Isik cikis akisi 2909 - 3678 Im
Olgiilen giris giici 35W
Renk sicakhgi 2700 K CRI 80, 3000 K CRI 80, 4000 K CRI 70,
4000 K CRI 80
BUG derecelendirmesi B1-U0-G1
Omiir L90B50 (saat) >60, 000
Omiir L80B50 (saat) >60, 000
Secenekler
Kontrol On/Off, DALI, AutoDIM, StepDIM

Uriin renkleri

| >

4m, 5m, 6m, Ozel yikseklik (Lutfen belirtiniz)

Yiikseklik

Ekstralar

Isik cikisi Sabit isik cikis!

Fabrikaya danisin 120-277V 50/60Hz

Armatur govde Cifte elektrostatik boyama

secenekleri

Teknik bilgi

Montaj Ylzeye monte edilebilir

Goévde Korozyona dayanikli, denizcilik sinifi aliminyum
govde

Yiizey Kromat donlstm 6n islemi ve ardindan

elektrostatik toz boya

Paslanmaz celik (304 sinifi)

Silikon

Yiuksek yansitma 6zellikli ve ¢cok ylzlu
aliminyum kaplama reflektor

Biyo bazli, bifenol A ile gli¢lendirilmis difizor

Baglanti elemanlari
Conta
Lens / Reflektor

Cam / Diflizér

Darbe korumasi IKO8
Koruma sinifi P66
Girig gerilimi 220-240V 50/60Hz
Yalitim sinifi Class |
Agirhik 42.51 kg (4 m), 47.61 kg (5 m), 52.71 kg (6 m)
LED modiil Metal PCB Uzerine dizgilenmis ylksek glgli LED
cipler
Stirticii Dahili LED Surtct
Surici agiri gerilim 6/6 kV
korumasi
Giig faktora >0.95
Seri kablolama Tek kablo girisi
Calisma sicakhgi -40...50°C

Direk detay Direkler flans plakasi ile tedarik edilir. Flang
kapagi ve ankraj aksesuar olarak siparis
edilebilir. G&mUlG taban segenegi vardir
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Direkler (icinde)

Flans plakali rine 6zel direkler

Varyant kodu Yiikseklik Cap / Boyutlar Spigot ¢api
PAFD.R01.T003-H4 4m  180*120mm
PAFD.R01.T003-H5 5m  180*120mm
PAFD.R01.T003-H6 6m  180*%120mm
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https://heperlighting.com/tr/product-specific-poles-with-flange-plate-pafd/
https://heperlighting.com/tr/pafd.r01.t003-h4/
https://heperlighting.com/tr/pafd.r01.t003-h4/
https://heperlighting.com/tr/pafd.r01.t003-h4/
https://heperlighting.com/tr/pafd.r01.t003-h5/
https://heperlighting.com/tr/pafd.r01.t003-h5/
https://heperlighting.com/tr/pafd.r01.t003-h5/
https://heperlighting.com/tr/pafd.r01.t003-h6/
https://heperlighting.com/tr/pafd.r01.t003-h6/
https://heperlighting.com/tr/pafd.r01.t003-h6/
mailto:info@hepergroup.com
https://www.heperlighting.com

Proje ismi Tip Miktar
Tarih Not
LP4034.681-EN-__ - - - -EN-C1-__ - -
Isik dagihimi Olgiilen giris giicii Renk sicakhigi Kontrol Uriin renkleri
[T2] [700] [827] [ONOFF] [HM1] B
Tip II, Asimetrik, 35W 2700 K CRI 80 On/Off Siyah
Kenara 1sik atisi -
130x85° [830] [DALI] [HM2] e
3000 K CRI 80 DALI Koyu gri
[740] [AUTO]
4000 K CRI 70 AutoDIM [HM3]. . -
Antrasit gri
[840] [STEP]
4000 K CRI 80 StepDIM [HM4]
Acik gri
[HMS5]
Beyaz
[HMe6] b
Bronz
[ccl €)
Ozel renk (Litfen RAL
kodunu belirtin)
Yukseklik Ekstralar
[H4] Isik gikisi
4m
[CLO]
[H5] Sabit 1sik cikisl
5m
Fabrikaya danisin
[H6]
6m [UNI]
120-277V 50/60Hz
[HC] T
Ozel yukseklik (Lutfen | Armatar gque
belirtiniz) secenekleri
[DPC]
Cifte elektrostatik
boyama
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- Isik ciki Olcilen -
Varyant kodu Isik dagilimi I cIKlz Uen | penk sicakhig Kontrol
akisi giris glict
A o On/Off, DAL,
LP4034.681-EN-T2-700-740 [T2] Tip Il, Asimetrik, Kenara isik atisi - 3448 Im 3w 4000 K CRI 70 AutoDIM,
130x85
StepDIM
. o On/Off, DAL,
LP4034.681-EN-T2-700-827 [T2] Tip Il, Asimetrik, Kenara isik atisi - 2909 Im 35 W 2700 K CRI 80 AutoDIM,
130x85
StepDIM
. o On/Off, DAL,
LP4034.681-EN-T2-700-830 [T2] Tip Il, Asimetrik, Kenara isik atisi - 2945 Im 35 W 3000 K CRI 80 AutoDIM,
130x85
StepDIM
. o On/Off, DAL,
LP4034.681-EN-T2-700-840 [T2] Tip Il, Asimetrik, Kenara isik atisi - 3678 1m 35 W 4000 K CRI 80 AutoDIM,
130x85
StepDIM
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