Round tapered aluminum

pole (direct burial) - @7"

PABK.D180

AD

Configurations

Configuration  Spigot/End
code diameter (S)

PABK.D180-576-H10 @3"
PABK.D180-576-H8 @3"
PABK.D180-S76-H9 @3"
PABK.D180-5S90-H10 @3 1/2"
PABK.D180-S90-H8 @3 1/2"

PABK.D180-5S90-H9 @3 1/2"
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Height (H) Weight

32.8'

26.2'

29.5'

32.8'

26.2'

29.5'

131.11b

104.9 1b

114.11b

134.91b

108.21b

117.7 b

SL

9.2

5971

591

9.2'

591

5.91"

Technical information

Diameter /
Dimensions (D)
Thickness

Configurations

Spigot / End diameter

(s)
Height (H)

Options

Product colors

*

s 1 — USA

?7"

0.16"

@23 1/2", @3"

26.2',29.5',32.8'

-

Extras
LED Caps LED caps for pole top (Circular), LED caps for
pole top (Triangle)

Spigot converter 23/8"to 2"
AD OoP PD CD cpP
153/4%x3 " ! f "
15/16" 1911716 4.92 5.9x2.9 1911/16
153/4x3 " ] i "
15/16" 1911716 3.94 5.9x2.9 1911/16
153/4%x3 " ! " "
15/16" 1911716 4.92 5.9x2.9 1911/16
153/4x3 " , i "
15/16" 1911716 4.92 5.9x2.9 1911/16
153/4%x3 " ! i "
15/16" 1911/16 3.94 5.9x2.9 1911/16
153/4x3 " ! i "
15/16" 1911716 4.92 5.9x2.9 1911/16

We reserve the right to change specifications without prior 1/2

written notice. Edition: 10.04.2024. For current version visit
heperlighting.com. All flux (+%7 tolerance) and power values
(+%10 tolerance) are derived following appropriate IES, CIE,
and applicable standards.


https://heperlighting.com/us/pabk.d180-s76-h10/
https://heperlighting.com/us/pabk.d180-s76-h8/
https://heperlighting.com/us/pabk.d180-s76-h9/
https://heperlighting.com/us/pabk.d180-s90-h10/
https://heperlighting.com/us/pabk.d180-s90-h8/
https://heperlighting.com/us/pabk.d180-s90-h9/
mailto:infoUS@hepergroup.com
https://www.heperlighting.com

Project name

Type Quantity

Date Note
PABK.D180- - - -
Spigot / End .
diameter (S) Height (H) Product colors Extras
[S90] [H8] [HM1] I Lepcaps
@31/2" 26.2' Black (et
[S76] [H9] [HM2] - LED caps for pole top
@3" 29.5' Dark gray (Circular)
[H10] [LC2]
32.8' [HM3] - LED caps for pole top

Anthracite gray (Triangle)

[HM4] Spigot converter
Light gray

[SC3]
[HM5] 23/8"to 2"
White

[HM6] r

Bronze

[ccl ©)
Custom color (Please
specify RAL code)
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