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Flanş plakalı konik
aluminyum direk - Ø122 mm
çap

PAFK.D122-S76-H4

 Varyant
Çap / Boyutlar (D) Ø122mm
Kalınlık 3mm
Spigot çapı (S) Ø76mm
Yükseklik (H) 4m
Ağırlık 15.9 kg
SL 1.8m
AD 400*90mm
OP 500mm

Seçenekler
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Aksesuarlar (İçinde) Aksesuarlar (Ayrı sipariş edilecek)

Flanşlar

F0304B

F0304B

Flanş kapakları

C1D2B

C1D2B

Ankrajlar

90BJ002

90BJ002

Montaj kolları

Montaj kolu - 2
taraf

PTCD

Montaj kolları

Montaj kolu - 1
taraf

PTCS

https://heperlighting.com/tr/f0304b/
https://heperlighting.com/tr/f0304b/
https://heperlighting.com/tr/f0304b/
https://heperlighting.com/tr/c1d2b/
https://heperlighting.com/tr/c1d2b/
https://heperlighting.com/tr/c1d2b/
https://heperlighting.com/tr/90bj002/
https://heperlighting.com/tr/90bj002/
https://heperlighting.com/tr/90bj002/
https://heperlighting.com/tr/ptcd/
https://heperlighting.com/tr/ptcd/
https://heperlighting.com/tr/ptcd/
https://heperlighting.com/tr/ptcd/
https://heperlighting.com/tr/ptcs/
https://heperlighting.com/tr/ptcs/
https://heperlighting.com/tr/ptcs/
https://heperlighting.com/tr/ptcs/
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Proje ismi Tip Miktar

Tarih Not

PAFK.D122-S76-H4-___-___-___
Spigot çapı (S) Yükseklik (H) Ürün renkleri Ekstralar Aksesuarlar

[S76]
Ø76mm

[S60]
Ø60mm mm

[H4]
4m

[H5]
5m m

[H6]
6m m

[HM1]
Siyah

[HM2]
Koyu gri

[HM3]
Antrasit gri

[HM4]
Açık gri

[HM5]
Beyaz

[HM6]
Bronz

[CC]
Özel renk (Lütfen RAL
kodunu belirtin)

LED başlık

[LC1]
Direk üstü LED
başlık(Yuvarlak)

[LC2]
Direk üstü LED
başlık(Üçgen)

Armatür adaptörü

[SC1]
Ø76 mm'den to Ø60
mm'e

İçinde

Flanşlar

[F0304B]
F0304B

Ayrı sipariş edilecek

Flanş kapakları

[C1D2B]
C1D2B

Ankrajlar

[90BJ002]
90BJ002

Montaj kolları

[PTCD]
Montaj kolu - 2 taraf

[PTCS]
Montaj kolu - 1 taraf

https://heperlighting.com/tr/f0304b/
https://heperlighting.com/tr/f0304b/
https://heperlighting.com/tr/c1d2b/
https://heperlighting.com/tr/c1d2b/
https://heperlighting.com/tr/90bj002/
https://heperlighting.com/tr/90bj002/
https://heperlighting.com/tr/ptcd/
https://heperlighting.com/tr/ptcd/
https://heperlighting.com/tr/ptcs/
https://heperlighting.com/tr/ptcs/
mailto:info@hepergroup.com
https://www.heperlighting.com

